
Description

The Sewatek D2 series penetration is an ETA-
assessed and CE-marked fire stopping product, 
installed in the structure before HPAC. The D2 
fire stop consists of a Sewatek penetration pipe 
and the endpieces on the pipe ends. The red 
endpieces include a fire strip. Fire classification 
of EI 60 – EI 120 is attained depending on the 
structure and the HPAC requiring a passthrough.

Purpose of use

The product is a fire stop for metal and plastic 
pipes along with cables. It is suitable for plastic 
pipe and cable bundles and as a preinstall 
for future HPAC retrofits. The most common 
applications include cast-in-place walls, cable 
or plastic pipe penetrations in pipe renovation 
projects, and various HPAC penetrations in the 
wooden element industry.

Installation

The product is installed in the mould of a cast-in-
place wall or into an appropriately dimensioned 
drilled opening before HPAC. Air and sound 
impermeability is secured by acrylic putty or the 
optional rubber flanges. The product is secured 
to gypsum board and wood structures with 
screws. In concrete walls, gluing in place with, for 
example, acrylic sealant is sufficient. The product 
can be delivered cut-to-size or cut to installation 
length at the site.

Sewatek D2 Series
For concrete and gypsum board walls and solid 
wood structures
For pipes and cables
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Additional information

Dimensions

Product
Drilled 

opening size

Penetrating
pipe/cable

bundle diam. 
Flange size

ext./int. diam.
Fold groove

distance

D2-40 40 - 45 mm 8–22 mm 83/30 mm 21 mm

D2-60 60 - 65 mm 8–42 mm 102/47 mm 33 mm

D2-75 75 - 80 mm 32–54 mm 126,5/62 mm 39 mm

D2-90 90 - 95 mm 44–64 mm 143/70 mm 47 mm

Materials

Endpieces ABS plastic

Endpiece clamps Spring steel

Shell PVC plastic

Sealing Cellular rubber insulation

Fire strip Graphite intumescent fire strip

Product properties

Penetrating HPAC	 Cu, Fe, FeZn, Composite, Plastic, Electricity

Structural strength/product length	 92 - 1800 mm, every 1 mm

Product size	 Ø 40, 60, 75, 90 mm

The product is also available as halogen-free.

ETA ETA-12/0045

Fire classification EI 60 – EI 120

Structure types

Concrete wall, min density 450 kg/m³ and min thickness 100 mm
Gypsum board wall, min thickness 92 mm
Solid wood wall, min thickness 100 mm
Solid wood intermediate floor, min thickness 100 mm

Ecolabels
Nordic Swan compatible (the halogen-free model)
Byggvarubedömning (the halogen-free model) 
SundaHus (the halogen-free model)

Other technical 
properties

Use category: Y2, also Z1 and Z2
Impact on airborne sound insulation < 2 dB

Ø ext.

Ø int.

Fold groove


